PHOTOELECTRIC BARRIERS SUPPLIED AND MANAGED BY OTHERS.

TO RESPECT CE NORMS:

— DISTANCE FROM ROTATING ARM 900 mm WITH LIGHT BARRIERS 3 VERTICAL BEAMS
— DISTANCE FROM ROTATING ARM 1200 mm WITH LIGHT BARRIERS 2 VERTICAL BEAMS

3,9 kW 380 V 50 Hz 3F+T

/8" 6 bar — 150 NI/min
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- S . . . o S CONTROL CABINET DIMENSIONS

PALLET FRONT LEADING PALLET (LxW) 1200 X 1000 / 1200 X 80O mm
PRODUCT (LxW) 1200 X 1000 / 1200 X 8OO mm
- ALTEZZA MAX / HEIGHT MAX. (H) 1700 mm

$76 ALTEZZA MIN / HEIGHT MIN. (H) 1200 mm

— CARATTERISTICHE TECNICHE MAIN FEATURES
POTENZA INSTALLATA / INSTALLED POWER 3,5 KW -
8 TENSIONE ALIMENTAZIONE / POWER SUPPLY 380 V 50 Hz 3F+T AS. A.P.
) = z CONSUMO ARIA / AR CONSUMPTION 150 NI/min MACCHINA / MACHINE

= PRESSIONE ESERCIZIO / COMPRESSED AIR RATED PRESSURE 6 Bar LYBRA STATION
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PACKAGING TECHNOLOGY AND MACHINERY

DOCUMENTO RISERVATO A TERMINI DI LEGGE CON DMIETO DI RIPRODUZIONE\PO DI RENDERLO COMUNQUE NOTO A TERZI SENZA ESPLICITA AUTORIZZAZIONE




